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MICROPROCESS PANEL CONTROLLER METER(DISPLAY 0.56")
(48x96mm)
Model:MM2

» Accuracy 0.1% F.S.x1digit

» Measuring DCA/DCVIACA/ACVIPotentiometer

IPt-100/Transmitter/Load Cell/Resistor/ect...

» Programmable rate 0 to +19999 digit

» Auto zero and hold function

» Max. four alarm function (optional)

> 15 bit DAC log output function (optional)

» Digit R5-485 interface function (optional)

» CE EMC certification

MICROPROCESS PANEL CONTROLLER METER (24x48mm)

Model:MMX-AS
» Accuracy 0.05% F.S. +1digit
» Measuring DCA/DCV/ACA/ACV/Potentiometer/Pt-
100/ Transmitter/Load Cell/Resistor/etc...
* Programmable rate -19999~99999 digit
> Auto zero/hold/ROOT function
» Max. two alarm function (optional)
» 16 bit DAC analog output function (optional)
» Digit R5-485 interface function (optional)
» CE EMC certification
MICROPROCESS DC CURRENT AND DC VOLTAGE AND FREQUENCY
(PULSE)CALIBRATOR METER(48X96mm)
Model:MDFG
= Accuracy 0.05% F.S.
» Calibrator for DCmA and DCV and Frequency(Pulse)
# Simulator A,B phase different 90° output function
# 15 bit DAC analog output function
# Qutput range for DC 0 to 20.000mA(DC 0 to 10.000V)
» Wide output range for frequency 10Hz to 4KHz
# Wide output range for pulse 1 to 10000 count

» Dimension small and High stability
» CE EMC certification

5 DIGIT MICROPROCESS PANEL METER (DISPLAY 0.8")(48X96mm)
Model:MMX-1

»Accuracy 0.1% F.5.+1digit

»Measuring DCA/DCV/ACAIACV/Potentiometer/Pt-
100/Transmitter/Load Cell/Resistorfect...

> Programmable rate -19999 to 99999 digit

»Auto zero or hold or dual display function (Optional)

»Decimal peint can be modifed

»Dimension small and High stability

»CE EMC centification

MICROPROCESS 6 CHANNEL ANALOG INPUT PANEL METER
(48x96mm)
Model:MM3SA N
» Accuracy 0.05% F.S.x1digit
» Measuring six channel DCA/DCV/Pt-
100/Thermocouplefetc...
» Programmable rate -1999 to 9999 digit
# Input channel number(1~6) can be modified
= Digit RS-485 interface function (optional)
» CE EMC certification
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MICROPROCESS PANEL CONTROLLER METER (24x48mm)
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Model:MMX-AS
¥ Accuracy 0.05% F.S. #1digit
& Measuring DCA/DCV/ACA/ACV/Potentiometer/Pt-
100/Transmitter/Load Cell/Resistor/etc...
* Programmable rate -19999-99999 digit
» Auto zero/hold/ROOT function
» Max. two alarm function (optional)
= 16 bit DAC log output function (optional)
» Digit R5-485 interface function (optional)
» CE EMC certification

MICROPROCESS PANEL CONTROLLER METER(48x96mm)

Model:MM2S
¥ Accuracy 0.1% F.S.+1digit
¥ Measuring DCA/DCV/ACA/ACV/Potentiometer
IPt-100/Transmitter/Load Cell/Resistor/ect...
» Programmable rate 0 to +19999 digit
» Simulation pushwheel digit switches, easy to
operate
» Auto zero and hold function
¥ Max. four alarm function (optional)
» 15 bit DAC log output function (optional)
» Digit R5-485 interface function (optional)
» CE EMC certification

MICROPROCESS PANEL CONTROLLER METER (PUSHWHEEL TYPE)

(48x96mm)
Model:MMX-AP

»Accuracy 0.1% F.S.x1digit
» Measuring DCA/DCVIACA/ACV/Potentiometer/Pt-

100/Transmitter/Load Cell/Resistor/ect...
» Programmable rate -19999 to 99999 digit
» Auto zero and hold function
» Pushwheel digit switches setting easy to operate
» Dimension small and High stability
»CE EMC certification

MICROPROCESS DUAL PANEL CONTROLLER METER(48x96mm)

Model:MM2D
» Accuracy 0.1% F.S.x1digit
# Dual input measuring and display DCA/DCVIACA/ACY
» Programmable rate 0 to +19999 digit
» Two alarm function (Optional)
» 15 bit DAC analog output function (optional)
» Digit RS485 interface function (optional)
> CE EMC certification

MICROPROCESS RS-485 DISPLAY METER (24x48mm/48x96mm)

Model:MMX-RS
= 5 digit R5-485 display meter
» Readout range form -19999 to 99999 digit
» Modbus RTU mode for R5-485 protocal
# Wide input range for auxiliary power
» Dimension small and High stability
» CE EMC certification

MICROPROCESS RPM & LINE-SPEED CONTROLLER METER (PULSE

MICROPROCESS LENGTH,FLOW CONTROLLER METER (PULSE INPUT)

INPUT)(24x48mm)

Model:MRS-sV

» Accuracy 0.03% F.S.

» Measuring Pulse(TTL,CMOS), Magnetic pick-up
signal

» Accept input rates up to 50 KHz

» Display type of RPM or line-speed can be modified

» Input pulse of revolution can be modified
(1-99999 pulse [ revolution)

& Two alarm function (Optional)

& 16 bit DAC analog output function (Optional)

= Digit RS-485 interface function (Optional)

» CE EMC certification

(48x96mm)
Model:MMC
» Readout range form -19999 to 99999
¥ Accept input rates up to 10KHz
¥ Accept input rates 50 or 5000 CPS can be modified
# Four counting modes Up,Down,quadrature can be
modified
» Quadrature sensing up to 4 times resolution
¥ Input scaling multiplied 0.0001 to 9.9999 can be
modified
» Two alarm function (Optional)
» 15 bit DAC analog output function (Optional)
» Digit R5-485 interface function (Optional)
¥ CE EMC certification

MICROPROCESS RATE & TOTALIZER CONTROLLER METER (PULSE INPUT)

(48x96mm)
Model:MFRT
» Programable rate 0 to 19999 digit (rate),0 to
999999999 digit (totalizer)
» Accuracy 0.03% F.S. (rate)
* Input range form 0.01 Hz to 10 KHz
» Programable time base (1,60,3600 second)
* Programable scale factor (0.00001 to 9999.99999 )

(totalizer)
» Dual alarm function (Optional)
= 15 bit DAC isolating log output function (Optional)

» Digit R5-485 interface function (Optional)
» Digit pulse output function (Optional)
» CE EMC certification

MICROPROCESS RPM & LINE-SPEED METER, (24x48mm)

Model:MRS
» Accuracy 0.05% F.S.
» Measuring Pulse (TTL,CMOS)Magnetic pick-up
» Accepts input rates up to 50KHz
= Display type of RPM or line-speed can be modified
» Display unit M/min Y/min ftmin can be modified
» Inpout pulse of revolution can be modified(1-99999)
» Decimal point can be modifed
» Dimension small and High stability
= CE EMC certification
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6 MICROPROCESS COUNTER, (48x96mm) MULTI-FUNCTION POWER METER
_Model:MC Model:MMP-1NE /!
» Accepts input rates up to 10KHz » Accuracy+0.15% F.S

» Accepts input rates 50 or 10000 CPS can be modified

» Four counting modes Up,Down ,quadrature can be
modified

» Quadrature sensing up to 4 times resolution

* Input scaling multiplied 0.00001 to 9.99999 can be
modified

Measuring ACVIACA/Watt'Var/Power
factor/Frequency/KWH)

. Input measurement network can be selectives
(1P2WIMP3WI3P3W/I3PAW)

# CT rate/PT rate can be modified{1 to 9999)

» Count inhibit function (GATE control) > Manual or auto scanning !m)de can be medified

» Two alarm function (optional) > Tll1rfae alarm .control functloln ﬁoptlolnal}

» 15 bit DAC analog output function (optional) » Digit RS-485 interface function (Optional)

» Digit R5-485 interface function (optional) » CE EMC certification

» CE EMC certification

6 DIGIT MICROPROCESS COUNTER,(72x72mm)
Model:MC726

= Accepts input rates up to 10KHz

= Accept input rates 50 or 10000 CPS can be modified

» Four counting modes Up,Down,quadrature can be
modified

» Quadrature sensing up to 4 times resolution

= Input scaling multiplied 0.00001 to 9.99999 can be
modified

» Two alarm function (optional)

» Simulation pushwheel digit switches, easy to
operate

& Count inhibit function (GATE control)

» CE EMC certification

4 DIGITAL (ONE ALARM) & 6 DIGITAL TOTALIZER COUNTER (72x72mm)
Model:MCT726

& Accepts input rates up to 10KHz

» Readout range from 0 to 999%(one-alarm),0 to 999999
totalizer

= Accepts input rates 50 or 10000 CPS can be modified

= Input scaling multiplied 0.001 to 9.9999 can be
modified

» Simulation pushwheel digit switches, easy to
operate

& Count inhibit function (GATE controll)

= One alarm function for totalizer (optional)

» CE EMC certification

5 DIGIT MICROPROCESS COUNTER (Display0.8")(48x96mm)
Model:MMX-C

& Accepts input rates up to 10KHz

» Accepts input rates 50 or 10000 CPS can be modified

» Four counting modes Up,Down ,quadrature can be
modified

» Quadrature sensing up to 4 times resolution

& Input scaling multiplied 0.00001 to 9.99999 can be
modified

¥ One alarm function (optional)

# Dimension small and High stability

» CE EMC certification




